





I|I'lS€I'|ZS (Negative type)

Grade Dimensions (mm)
Application Shape Cat. No. 2‘;}12: Inner circle | Thickness | Hole dia. | Corner R
BXM10 od s od1 r
Finishing 2QP-CNGA120404 2 12.7 4.76 5.16 0.4
2QP-CNGA120408 2 12.7 4.76 5.16 0.8
chmsxiigger @ 2QP-CNGA120404WL 2 12.7 4.76 5.16 0.4
edge 2QP-CNGA120408WL 2 12.7 4.76 5.16 0.8
2QP-DNGA150404 2 12.7 4.76 5.16 0.4
Finishing 2QP-DNGA150408 2 12.7 4.76 5.16 0.8
2QP-DNGA150412 2 12.7 4.76 5.16 1.2
vsgmsvf;iigger 2QP-DNGA150404WJ 2 12.7 4.76 5.16 0.4
edge @ 2QP-DNGA150408WJ 2 12.7 4.76 5.16 0.8
2QP-DNGA150604 2 12.7 6.35 5.16 0.4
2QP-DNGA150608 2 12.7 6.35 5.16 0.8
2QP-DNGA150612 2 12.7 6.35 5.16 1.2
3QP-TNGA160404 3 9.525 4.76 3.81 0.4
Finishing é 3QP-TNGA160408 3 9.525 4.76 3.81 0.8
3QP-TNGA160412 3 9.525 4.76 3.81 1.2
@ 2QP-VNGA160404 2 9.525 4.76 3.81 0.4
2QP-VNGA160408 2 9.525 4.76 3.81 0.8
3QP-WNGA080408 3 12.7 4.76 5.16 0.8
With S ige @ 3QP-WNGA080408WL 3 12.7 4.76 5.16 0.8
I| nsers (positive type) _
Grade Dimensions (mm)
Application Shape Cat. No. gl;.n(;fr Clearance| Inner circle |Thickness | Hole dia. | Corner R
BXM10 angle od s od1 r
2QP-CCGW060202 2 7 6.35 2.38 2.8 0.2
Finishing @ 2QP-CCGW060204 2 7 6.35 2.38 2.8 0.4
2QP-CCGWO09T304 2 7 9.525 3.97 4.4 0.4
2QP-CCGWO09T308 2 7 9.525 3.97 4.4 0.8
2QP-DCGW070202 2 7 6.35 2.38 2.8 0.2
2QP-DCGW070204 2 7 6.35 2.38 2.8 0.4
Finishing @ 2QP-DCGW11T302 2 7 9.525 3.97 4.4 0.2
2QP-DCGW11T304 2 7 9.525 3.97 4.4 0.4
2QP-DCGW11T308 2 7 9.525 3.97 4.4 0.8
3QP-TPGW080204 3 11° 4.76 2.38 2.3 0.4
3QP-TPGW090204 3 11° 5.56 2.38 2.5 0.4
3QP-TPGW110204 3 11° 6.35 2.38 2.8 0.4
3QP-TPGW110304 3 11° 6.35 3.18 3.4 0.4
Finishing @ 3QP-TPGW110308 3 11° 6.35 3.18 3.4 0.8
3QP-TPGW130304 3 11° 7.94 3.18 3.4 0.4
3QP-TPGW16T304 3 11° 9.525 3.97 4.4 0.4
3QP-TPGW16T308 3 11° 9.525 3.97 4.4 0.8
3QP-TPGW160404 3 11° 9.525 4.76 4.4 0.4
2QP-VBGW110304 2 5° 6.35 3.18 2.8 0.4
2QP-VBGW110308 2 5° 6.35 3.18 2.8 0.8
Finishing @ 2QP-VBGW160404 2 5° 9.525 4.76 4.4 0.4
2QP-VBGW160408 2 5° 9.525 4.76 4.4 0.8
2QP-VCGW160404 2 7 9.525 4.76 4.4 0.4
Standard honing specification BXM10
Negative insert S01325

Positive insert

S01325




l Practical Examples

Excellent surface roughness

Insert : 2QP-VNGA160408
Work material : SCr420 (60-65HRC)
Cutting speed : Vc = 150m/min
Depth of cut :ap=0.15mm

Feed
Cutting fluid : Dry cutting
Machining type :

Result:

: f=0.05-0.07mm/rev

Continuous cutting

Automotive component

2500

2000

1500

BXM10 has the good adhesion

strength and wear resistance, so
excellent surface roughness can be

kept in 2000pcs machining.

Tungaloy

Member IMC Group

1000

500

Work piece (pcs/corner)

Competitor

BXM10

The criteria of tool life:

Surface roughness Ra=0.8um

Tungaloy Corporation

Tungaloy Corporation (Head office)

11-1 Yoshima-Kogyodanchi

Iwaki-city, Fukushima, 970-1144 Japan

Phone: +81-246-36-8501 Fax: +81-246-36-8542
http://www.tungaloy.co.jp/

Tungaloy America, Inc.

Phone: +1-630-227-3700 Fax: +1-630-227-0690

http://www.tungaloyamerica.com/
Tungaloy Canada

Phone: +1-519-768-5779 Fax: +1-619-7568-5791
http://www.tungaloyamerica.com/

Tungaloy de Mexico S.A.
Phone:+52-449-929-5410 Fax:+52-449-929-5411
http://www.tungaloyamerica.com/

Tungaloy do Brasil Comercio

de Feramentas de Corte Ltda.
Phone:+55-19-38262757 Fax:+55-19-38262757
http://www.tungaloy.co.jp/br/

Tungaloy Germany GmbH

Phone: +49-2173-90420-0 Fax: +49-2173-90420-19

http://www.tungaloy-eu.com/

Tungaloy France S.a.r.l.

Phone: +33-1-6486-4300 Fax: +33-1-6907-7817
http://www.tungaloy-eu.com/

Tungaloy Italia S.p.A.

Phone: +39-02-252012-1 Fax: +39-02-252012-65
http://www.tungaloy-eu.com/

Tungaloy Czech s.r.o

Phone: +420 532 123 391 Fax: +420 532 123 392
http://www.tungaloy.co.jp/cz/

Tungaloy Ibérica S.L.

Phone:+34 93 1131360 Fax:+34 93 1131361
http://www.tungaloy.co.jp/es/

Tungaloy Scandinavia AB

Phone:+46-462119201 Fax:+46-462119207
http://www.tungaloy.co.jp/se/

LLC Tungaloy Rus

Phone:+7 4722 33 97 23 Fax:+7 4722 33 97 23
http://www.tungaloy.co.jp/ru/

Tungaloy Polska Sp. z 0.0
Phone: +48-22-617-0890 Fax: +48-22-617-0890
http://www.tungaloy.co.jp/pl/

Tungaloy Cutting Tool (Shanghai) Co.,Ltd.

Phone: +86-21-3632-1880 Fax: +86-21-3621-1918
http://www.tungaloy.co.jp/tcts/

Tungaloy Cutting Tool (Thailand) Co.,Ltd.

Phone: +66-2-714-3130 Fax: +66-2-714-3134
http://www.tungaloy.co.th/

Tungaloy Singapore(Pte.),Ltd.

Phone:+65-6391-1833 Fax:+65-6299-45657
http://www.tungaloy.co.jp/tspl/

Tungaloy India Pvt. Ltd.
Phone:+91-11-4707-1111 Fax:+91-11-4707-1100
http://www.tungaloy.co.jp/in/

Tungaloy Korea Co., Ltd
Phone:+82-2-6393-8930 Fax:+82-2-6393-8952
http://www.tungaloy.co.jp/kr/

Tungaloy Malaysia Sdn Bhd

Phone:+603-7805-3222 Fax:+603-7804-8563
http://www.tungaloy.co.jp/my/
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